SPECIFICATIONS

- Fast fit set-up. Five sizes cover 1” - 14” pipe.
- Forged steel design allows years of heavy duty abuse and use.
- Accurate, safe and fast fit.
- Stainless steel ball bearing wing bolts.
- Zinc plated for corrosion resistance.

APPLICATION

<table>
<thead>
<tr>
<th>PN</th>
<th>Carbon or Stainless</th>
<th>Pipe Diameter Inches</th>
<th>Pipe Diameter Metric</th>
<th>Weight lbs/kg</th>
</tr>
</thead>
<tbody>
<tr>
<td>1223</td>
<td>Carbon</td>
<td>1” - 3”</td>
<td>20 - 90 mm</td>
<td>3 lbs./1.4 kgs</td>
</tr>
<tr>
<td>1224</td>
<td>Carbon</td>
<td>2” - 5”</td>
<td>50 - 50 mm</td>
<td>7 lbs./3.3 kgs</td>
</tr>
<tr>
<td>1225</td>
<td>Carbon</td>
<td>4” - 7”</td>
<td>90 - 190 mm</td>
<td>7.5 lbs./3.3 kgs</td>
</tr>
<tr>
<td>1226</td>
<td>Carbon</td>
<td>5” - 9”</td>
<td>125 - 225 mm</td>
<td>15.5 lbs./7 kg</td>
</tr>
<tr>
<td>1227</td>
<td>Carbon</td>
<td>10” - 14”</td>
<td>225 - 370 mm</td>
<td>20 lbs./9 kgs</td>
</tr>
</tbody>
</table>